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1. INTRODUCTION 
  
Thank you for choosing a Link Cargo Management 
Products (CMP) DD4000 Double Deck 
transportation system. We want to help you to get 
the best results from the deck and to operate it 
safely. This manual contains information to 
introduce you to the Link CMP DD4000 and to 
assist you with its installation. The manual is 
intended solely for use with this product. 
 
All information in this manual is based on the latest 
information available at the time of printing. Link 
Manufacturing reserves the right to change its 
products or manuals at any time without notice. 
Contact Link CMP at (800) 248-3057 for 
information on recent changes to products. 
 
Damaged components should be returned to Link 
with a pre-arranged Returned Goods Authorization 
(RGA) number through the Customer Service 
Department. The damaged component may then 
be replaced if in compliance with warranty 
conditions. 
 
2. SAFETY SYMBOLS, TORQUE SYMBOL, and 
NOTES 

3.  SAFE WORKING PRACTICES: 

4. INSTALLATION GUIDELINES 

4.1. Vehicle must have a bulkhead installed contact 
Link CMP at (800)-248-3057 to order one if your 
vehicle is not equipped with one. 

4.2 In order for this deck to operate properly, it must 
operate in the parameters specified by Link. 

4.3. The installer must verify the vehicle is configured 
properly for the deck being added. 

4.4. No alterations of any Link deck component is 
permitted without proper authorization from 
qualified Link personnel. 

4.5. No welding of any deck component is permitted 
except when specified by Link. 

 This is the safety alert sym-
bol.  It is used to alert you to 
potential personal injury haz-
ards.  Obey all safety mes-
sages that follow this symbol 
to avoid possible injury or 
death. 

 
 
          WARNING 

WARNING indicates a poten-
tially hazardous situation 
which, if not avoided, could 
result in death or serious in-
jury. 

 
 
          CAUTION 

CAUTION indicates a poten-
tially hazardous situation 
which, if not avoided, could 
result in minor or moderate 
injury. 

 
 
       CAUTION 

CAUTION used without the 
safety alert symbol indicates 
a potentially hazardous situa-
tion which, if not avoided, 
may result in property dam-
age. 

IMPORTANT: IT IS IMPORTANT THAT THE 
ENTIRE INSTALLATION INSTRUCTIONS BE 
READ THOROUGHLY BEFORE PROCEEDING 
WITH DECK INSTALLATION. 

 The torque symbol alerts you to 
tighten fasteners to a specified 
torque value. 

 
      NOTE: 
 

A Note provides information or 
suggestions that help you cor-
rectly perform a task. 

 The electrical symbol indicates 
the presence of electric shock 
hazards which, if not avoided, 
may result in injury to personnel 
or damage to equipment. 

¶ Practice safe lifting procedures.   

¶ The deck weldments are heavy, and can cause inju-
ry if lifted improperly or dropped.  Consider size, 
shape, and weight of objects being moved.  

¶ Obtain help or the assistance of a crane when lifting 
heavy assemblies. Make certain the path of travel is 
clear. 

 CAUTION 

¶ When handling parts, wear appropriate gloves, eye-
glasses, ear protection, and other safety equipment. 

 CAUTION 

¶ The vehicle manufacturer should be consulted be-
fore any modifications are made to the frame of the 
vehicle.  

¶ Cutting or altering the frame in certain areas may 
affect the manufacturerôs warranty. 

 CAUTION 

¶ Proper tightening of fasteners is important to the 
performance and safety of the deck. 

¶ Improperly tightened fasteners may cause unsafe 
conditions and accelerate wear . 

 WARNING 
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5.   PRE-INSTALLATION CHECKLIST 
 
  Make certain the vehicle is placed on a level flat surface and that the parking brake is engaged. 

 
 6. INSTALLATION PROCEDURE: 
 The following steps are instructions for installing the DD4000 system.  Refer to pictures and Parts Lists for 
 details. 

6.1   Remove the eight rear cargo loops.  (FIG. 1) 

 

6.2  Set the main rear weldment in place.  Center it about the 4 cargo loop holes.  Loosely install the four supplied 
8mm bolts and washers.  Square the rear section with the rear of the van and tighten bolts.  DO NOT OVER 

TIGHTEN. (FIG. 2a & 2b) 

¶ Follow the vehicle manufacturer recommendations located in the ownerôs manual pertaining to 
accidental air bag deployment whenever performing service on system wiring.  

¶ If in doubt, contact the vehicle manufacturer. 

 WARNING 

Remove cargo loops 

FIG. 1 

FIG. 2b FIG. 2a 
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6.3 Wiring: 

6.3.1 Attach the black ground to the vehicle ground located above rear door  using the prewired ring 
terminal. 

6.3.2 String the systemôs red power wire from the switch through the taillight access cover on the 
drivers side. (You will need to cut a small hole in this cover to allow clearance for the wire.) Run 
the wire up    the rear pillar to the roof. Then follow the existing wire loom to the bulk head behind 

the drivers seat.  (FIG.3) 

6.3.3 Then run the wire to the floor attaching it to the bulkhead using plastic loops and self tapping 

screws.  (FIG.4) 

6.3.4 Route the wire through the bulkhead to the area underneath the driverôs seat. Then route it 

through the hole under the driverôs seat and to the power supply. (FIG. 5) 

 Do not attach to power supply at this time.   

6.4 Attach the channel with the actuator (loosely pre-installed) 
to the rear weldment using the 4 provided fasteners.  (FIG.6)  Drill 15/32ò holes through the floor (4x) 
and mount in place. 

NOTE: Plug the actuator into the harness coming from the switch. 

FIG. 3 FIG. 4 FIG. 5 

FIG. 6 

2X Drill 15/32ò holes 
Each side 
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6.5 Fasten the yellow top deck latch assembly to the van floor. (FIG.7)  Drill 7/16ò holes through the floor 

(4x) and mount in place with provided fasteners and under-floor backer plate. (FIG.8)   

 

6.6 Install the lift arm weldment. Assemble the flanged plastic bearings into the side plates.  Hold the lift 
arm in place and slide the pivot pins through the lift arm into the bushings from the inside.  Lock the 
pins in place using the set screws and jam nuts. (FIG.9)  Then connect to the actuator using the 
provided bolt and lock nut. (FIG.10)  

6.7 Using the provided ring terminal, hook up the 
power wire to Terminal under the drivers floor. 

(FIG.11) 

FIG.8 FIG.7 

¶ Spare tire is mounted under floor in this area. 

¶ Take care to avoid damaging tire or rim. 

 CAUTION 

FIG.9 FIG.10 
 

FIG.11 
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